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Coolant oil inlet maxl40bar
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connection discription
No. function interface discription
equiped with piping fitting,hose
1 |water outlet G1/4 diameter 8X6
, equiped with piping fitting,hose
Power Connector 2 |airseal G1/8 diameter 6X4,1bar
V I icity swi
o0 & o\ 3 |Speedsensor | MBX PNP proxmicity switch,3 core
Wwo ou cable,1.5m lenth
. . O U phaseU jo| G . equiped with piping fitting,hose
Spmdle SpeC|flcat|on e V| phaseV 4 | water inet Gi4 diameter 8X6
Speed 3000 7500 15000 20000 r/min W{ phase W 5 | Power connector | M40
Power 1.4 3.7 3.7 3.7 kW FERTAZ 00 AW 1
Voltage |60 190 350 350 Vv B BERO [ 4 # %8 | # 3 g I3 % %
R Imm
Current |18 17 11 9.5 A
AF| E | A2
Frequency [ 100 250 500 666.7 Hz - [ 6 ]+0.05 SUF 15OZDZOG37
p|  Torque |45 4.7 2.3 17 Nm 6 | 30 |0.10
: 30 120 ] £0.15 %t A 5
Motor Type Induction motor 120 1 250 1 20.25 o
Lubrication Grease 250 | 500 | *0.35 REAH R 125
— . — ; ; . . 500 | 1000] £0.45 1745
gas filtering requirements |Solids:5 micron,residual oil content:0.5mg/m 3 10001 16001 20,55 7 "
Spindle coolant Rust resistant cooling water, flow rate 3L/min@25°C 1600 2000 | +0.65 | %% 5% 0 # #

1 2 3 ] | 5 3




