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Spindle specification t|bearing i} 7| 10-s0mc [ 13] -
SPEED 5000 15000 timin 2 | bearing PTI00{ 8 | Clamp without tool | 14| motor PTI000
Frequency | 172 508 Hz 3 - 9 oV 18] motor PT1000
Power(S1) |35 3 ] 41 10-30C [10]  10-300DC 16|  Shield
Torque(S1) |67 2.3 Nm 5| Unclamp tool | 11f  Clamp tool 17| —
Voltage 380 380 V 6 o 12 0V
Curent(S1) |62 62 A FERTAZ -
- B AR WK [# % ¥ kK % #
Motor fype Induction mofor Encoder é?ﬁ/tcegtgm Oaupt 1ip Encoder Comnector 3 R‘g'l)mm :
f| B |7 Shield AF] 2 A%
Lubricant Grease Rotation | right and left T — I3 Bi - [ 6 13,05 23OXDJ1 5G35
Operating positon horizontalto vertical Front seal | Protecting air fow, 1-1.5bar 6 | 30 | £0.10
WCqlcer |y G0t pressure op 50 i 0o kA | o
cylinder | hyalaulic pressure unclamp 80barair pressure clamp Sbar 0 Tol o 120 250 [ £0.25 s
Inferface ~ [HSK A63 DING9893, CLAMPING FORCE 18000N AN 250 [ 500 | £0.35 '
—————— — . 500 [ 1000] £0.45
Air quality | Filtration and drying, particle size 5 microns, resicual oil content 0.5mg/m*3 il e 1ol 10001600 | 20.55
Spindlle Coolant | Water,flow rate 10Lmin@25°C 1600 [ 2000 | £0.65 | ¥&¥ | 4% GE ] # %
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